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Approved Insignificant Activities 
 
The following insignificant activities have been approved by the director in accordance with NAC 
445B.288.4: 
 
Ç Crematory Incinerators processing <175 tons per year (1/24/96) 
 
Ç Autoclave re-bricking (3/1/96) 
 
Ç Prill silos <100,000 tons/year (3/1/96) 
 
Ç Parts cleaners - cold cleaning only (3/1/96) 
 
Ç Storage tanks, as follows:  (3/1/96) 
 

Emission Unit  Tank size (gallons) and Vapor Pressure (PSIA) 
non-HAP VIL*               <40,000    <0.60 
non HAP VIL   <200,000   <0.13 
HAP VIL   <40,000   <0.15 
HAP VIL   <200,000   <0.03 
Liquid NaCN   any size   N/A 
*VIL - volatile inorganic liquid 

 
Ç Portable screening plant, processing ?100,000 tons of metallic mineral, in less than 6 months, with 

?4% moisture content (3/5/96) 
 
Ç Carbon strip/electrowinning circuit, with a total liquid surface area of less than 610 square feet and 

a solution flow rate less than 400 gallons per minute (6/12/96) 
 
Ç Mine analytical laboratory fume hoods ( 6/12/96) 
 
Ç Mine metallurgical laboratory fume hoods (6/12/96) 
 
Ç Landfarming of not more than 270,000 tons per year of diesel-based hydrocarbon contaminated 

soil, with a concentration of less than 50,000 ppm Total Petroleum Hydrocarbons. (6/12/96) 
 
Ç Landfarming of not more than 338 tons per year of gasoline-based hydrocarbon contaminated soil, 

with a concentration of less than 50,000 ppm Total Petroleum Hydrocarbons. (6/12/96) 
 
Ç Sand washing operations, consisting of material unloading by continuous drop feed on a feed 

conveyor, double deck screen/wash with two feed conveyors to the materials stockpile, processing 
the following:  (1) less than 765,000 tons per year at the following moisture contents:  material 
unloading and conveyor belt at least 1.5% moisture, screen and tow conveyor belts at least 7.0% 
moisture; (2) less than 805,000 tons per year at the following moisture contents:  material 
unloading and conveyor belt at least 1.5% moisture, screen and tow conveyor belts at least 7.5% 
moisture; (3) less than 844,000 tons per year at the following moisture contents:  material 
unloading and conveyor belt at least 1.5% moisture, screen and two conveyor belts at least 8.5% 
moisture. (6/12/96) 

 
Ç Draining of 155mm M687 Projectile OPA (Isopropyl Alcohol/Isopropylamine) canisters, 

containing 71.7 weight percent isopropyl alcohol and 28.3 weight percent isopropylamine, not to 
exceed 2,400 canisters per week. (7/2/97) 

 
Ç Lime silo, located at Newmont Gold Company's Rain Project, 127 ton storage capacity, equipped 

with silo discharge auger which is physically limited to 1.50 tons per hour of discharge of lime 
(13,140 tons per year). (7/13/98) 

 
Ç Chemistry laboratory at the HWAD Main Base. (8/24/98) 
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Ç Transloading facility for lime, consisting of railcar transfer to screw conveyor, screw conveyor to 
belt conveyor, belt conveyor to truck, transferring 80 tons per hour, for Continental Lime Inc.'s 
Dunphy Transloading facility. (1/13/99) 

 
Ç Newmont Gold Company - Shotcrete Plant described as follows: two (2) cement silo augers, 

cement metering bin, mix box containing washed pea gravel and sand, and auger to shotcrete 
transport truck.  Shotcrete plant throughput is physically limited by shotcrete discharge auger, at 
25.6 tons per hour (19.84 tons per hour gravel/sand and 5.76 tons per hour cement). (4/27/99) 
(revised 2/20/01) 

 
Ç SmartAsh 100 disposal unit, specified as follows: 55 gallon steel open head drum, stainless steel 

lid, plated tubular steel frame, 2 blowers, for burning absorbent materials, paper waste, wood by-
products, rags, used filters, waste oil, and other non-hazardous waste at a rate of 50 pounds per 
hour. (5/7/99) 

 
Ç One evaporator/Condenser located at Quebecor Printing Nevada's Fernley facility with a 

maximum design capacity of 2000 gallons per day.  (11/30/99) 
 
Ç Transloading facility for flyash, consisting of railcar transfer to screw conveyor, screw conveyor 

to belt conveyor, belt conveyor to truck, transferring 80 tons per hour, for Continental Lime Inc.'s 
Dunphy Transloading facility. (12/1/99) 

 
Ç Battery decasing, decanning, washing and waste water treatment operations, located at NAVSEA-

HWAD.  Combined mercury-zinc, mercury-cadmium and silver-zinc battery process rate not to 
exceed 1000 batteries per hour and 260,000 batteries per year.  Only one battery type may be 
processed at any given time.  Mercury content not to exceed 0.552 pounds per battery.  Total 
uncontrolled mercury emissions from the battery decasing, decanning, washing and wastewater 
treatment operations not to exceed 0.1 pounds per hour and 26 pounds per year. (5/15/2000) 

 
Ç Crawford Animal Crematories - Model CB400 and a Model 500P to be located at the Silver Hills 

Vet Hospital in Carson City.  The crematories are to be used for the destruction of animal 
carcasses only.  (12/12/00) 

 
Ç MCI WorldCom - Six Generac 96A04605-S, 60kW, diesel generators - One each at the following 

locations:  Argenta, Lander County; Carlin, Elko County; Clover Valley, Elko County; Shafter, 
Elko County; Stonehouse, Humboldt County. (2/20/01) 

 
Ç Newmont Gold Company's Portable Cement Mixing Plant consisting of - a mix tank for 

generating cement slurry, and an auger with a maximum throughput of 700 pounds of cement per 
minute. (2/20/01) 

 
Ç Barrick Goldstrike Mines, Inc., Pilot Scale Fluidized Bed Roaster w/ Integral Quenching Eductor. 

Maximum material throughput of 45 pounds per hour with a roaster operating temperature range 
between 700º and 1200º F. (4/3/01) 

 
Ç Industrial Metals & Mining, LLC's ore processing operation located in Silver Springs, Nevada 

consisting of - weigh and assaying of incoming ore, ore roasting, ore sizing, and ore loading to 
liquid process solution system.  (8/10/01) 

 
Ç Oglebay Norton Industrial Sands, Inc.’s portable sand transloading conveyor. (10/10/01) 
 
Ç Paramount Nevada Asphalt Company’s emulsified asphalt plant. (5/22/02) 
 
Ç Crawford Animal Crematories, Model C500P natural-gas fired crematory, 75 pounds/hour 

capacity, located at Great Basin Pet Crematory in Elko.  The crematory is to be used for the 
destruction of animal carcasses only.  (10/28/02)  

 
Ç Bently Nevada LLC, screen printing operation, manual, processing <50 lb/hr.  (12/18/02) 
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Ç RMC Nevada, Inc., portable aggregate stacking conveyor which will convey 50 thousand tons of 
washed sand with approximately 8% moisture into railcars. The conveyor is powered by a 115 h.p. 
engine. (1/16/03) 

 
Ç Explosive ordnance training for crime and terrorist scene investigators (post-blast analysis) - An 

inoperable vehicle (battery and fluids removed) will be destroyed by explosion of 500 pounds of 
ammonium nitrate per event, not to exceed eight (8) events per 12 month rolling period.  Activity 
will be conducted on a secure range closed to public access on NAS Fallon.  (6/25/03) 

 


